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STATION PANEL

Description HCCPHCLA HCCPHORPA HCCPHORPCLA

pH + Free chlorine + Temperature pH + ORP + Temperature pH + ORP + Free chlorine + Temperature

Dimensions 700x600x175 mm

Flow switch Included

Temperature probe Included

Probes holder Included

pH probes pH glass probe included

Free chlorine probe Yes No Yes

ORP probe No Yes Yes

Peristaltic pumps KBPer (in option)

Electromagnetic pump KB5-5 (in option)

Power supply 230 V-50Hz

Electronic box Fireproof plastic ABS black

Weight 12 Kg

Touch Screen In option

Module Ethernet In option

Control Station

OPTIONS FOR 
CONTROL STATION 
PANEL

Description Remote Control by wifi module Remote control by ethernet

Reference AQR-PLUS-WIFI-2 RS2NET-OPTION-L

An all-in-one solution
 J  Multiparametric control panels that allow easy and 
effective control of water sanitization, manage and 
measure your pool water.

 J  Assembled Panel included:  
3 versions available: 
pH + Free Chlorine + Temperature 
pH + ORP + Temperature 
pH + ORP + Free Chlorine + Temperature 
* Probe holder included and pre-filter cartridge  
assembled in the panel

 J  Wifi or Ethernet option : worldwide remote control

 J  5 auxiliary relays for control and management of 
filtration cycles, heat regulation, lighting and also for 
additional equipment (outdoor lighting, water feature…)

 J Compatible to manage salt chlorinator Systems

 J Peristaltic or electromagnetic optional dosing pumps 
 to better fit with your pool characteristics

 J 30 days data recording (with Wifi option)

2

Probe holder Peristaltic pumps
(optional)Download the application free of charge «Hayward 

Poolwatch» to take advantage of remote management in 
conjunction with the Wifi module.


